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Significant Incident Involving Mobile Plant 
 

This alert and immediate change to work practices has been issued following a high potential incident where an ARTC 

worker was struck by a piece of mobile plant after being given approval to access the defined exclusion zone to 

complete a work-related task. 

The motion isolator on the excavator was not engaged by the operator and a control lever was inadvertently actuated 

whilst the worker was in the exclusion zone resulting in the ARTC maintainer being hit in the head by the machine 

implements. 

Whilst the injury to the worker resulted in medical treatment, there was significant potential for fatal consequences 

from this and other similar incidents in recent months with mobile plant.  As a result the following changes and controls 

will be implemented immediately for Mobile Plant, including all rubber tyred or track driven mobile plant on ARTC 

worksites: 

Immediate Change to Key Controls 

No personnel are to enter the swing radius, working radius or exclusion zone of any mobile plant unless all 

the motions/functions have been positively isolated, or the implements are on the ground and in a 

fundamentally stable position. 

The following points are provided to ensure transparent and clear understanding of the above directive: 

• Where functional isolation controls are installed, (lock levers and seat bars) these must be at a minimum tested 

for effectiveness daily by the operator and noted on the equipment pre-start check in the comments field if not 

included as a standalone safety critical checklist item. This is to be confirmed by the ARTC Site Supervisor or 

authorised ARTC representative; 

• Where mobile plant does not have any motion/functional isolation controls, then another form of positive 

motion/function isolation must be implemented prior to personnel entering the exclusion zone. This could include 

but is not limited to plant being turned off and key removed or the operator exiting the cab (out of reach of hand 

controls) whenever people are in the exclusion zone; 

• Machine specific isolation procedures are to be identified and implemented prior to any works being completed 

on site and plant operators briefed on these specific procedures as well as communications protocols to be 

followed when required to enter and exit an exclusion zone; and   

• Safe Work Method Statements (SWMS) and Safe Work Breakdowns (where applicable) are to be updated to 

include these additional risk control measures prior to the commencement of any work involving people and plant 

interaction on site. 

For your action 

1. All leaders are to take a key role to ensure that key controls are implemented and that all team members are 

aware of this safety alert and the importance of managing these controls. 

2. If this key control cannot be implemented, then work must not commence until the accountable ARTC Manager 

has been notified and the risks assessed and effective controls established and recorded to ensure that 

personnel are not at risk from being struck by mobile plant.  

3. If engaging contractors, ensure these key controls are implemented and managed. 

4. Ensure a method of sign-off is obtained (e.g. via tool-box/safety meetings/morning briefings etc) to verify that 

the Safety Alert has been distributed and discussed.  

Further information 

• All Safety Alerts issued can be found here. 

• If you have any safety concerns with this Safety Alert please speak directly to your leader. 

• For further information please contact Brett Teasdale, Principal Advisor Safety Hunter Valley,  

02 4978 9830 or bteasdale@artc.com.au 
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